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BASIC INFORMATION

Description

TMU is a simple thermometer with a USB interface. The thermometer uses the USB interface
for communication and also as a power source. It measures temperatures from 155 A C
+125 A C The communication utilizes a simple ASCIlI protocol. Temperature values are
transmitted in degrees Celsius; no numerical conversion is necessary.

The thermometer can be used in various situations requiring temperature measurements within
the range fromi55AC t o A€1 @%bt ACar &s @l uti on.

Sensor connected to a 3m silicon cable with high temperature resistance. We can supply cable
up to 20m upon request.

Properties

Temperature range fromi55AC t o A€126esoACGtion 0.1
Sensor connected to a silicon cable with high temperature resistance.
Temperature data in ASCII format

No numerical conversion of temperature values is necessary

Communication over the USB interface, powered from USB as well

Optionally it can be secured to a DIN strip

Optionally, a cable up to 20 meters long

= =2 =2 A2 A A A2 -2

Different workmanship as requested

Placing temperature from TMU to your own WEB site

You can put the measured-out temperature from TMU to your own web page. How to do this is
described here:

http://www.papouch.com/en/website/mainmenu/how-to/web-thermometer/
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Variants of workmanship

Housing
M Anodized aluminum chassis.

Sensor
1 Stainless steel coating of normalized 6mm diameter and 60mm length.

'Hll[llll’llllHlll'HII|IIII|II||||I||||I||||I||||IIl|Illl‘lllI|III|‘|HI|I||I‘|‘
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Fig. 17 Standard sensor make

Sensor Cable type
{ Silicon cable 4.3 mm diameter. Temperature resistance -60to + 2 0 0 Ligh€Chlue color.

Length of cable to temperature sensor
1 3 m (standard)

Y 10 cm to 20 meters

Securing
1 Without holder (standard)

9 With DIN rail holder

Fig. 217 TMU with DIN rail holder

Please do not hesitate to contact us if you need other specific features or function of the TMU
module.

Connection

The USB interface is connected to the front USB connector, type B.
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Technical parameters

Temperature sensor

TP e semiconductor

Measuring temperature range....................... 55AC toA€125

ACCUIACY ...ooeovveeeeeeeenne, °05AC within t hl®ACE€an gieCeletviem°2 A C
Temperatures drift...........ccccvvviiiiiiiiiiiinnn. °0. 2 AC for 1000 hours at
DIMENSIONS ....cceeieeeecee e normalized diameter 6 mm, length is 60 mm

Cover material.........cccooveeeeeiiieiiiiiieeee e, hardened stainless steel alloy

INQress Protection ...............eeeeeeeeeeveeeennnnnnnnns IP68 (continuous immersion up to 1 meter)

Cable to the sensor

OUter COAt......coeeiiiiieiiieeeeeee, silicone rubber, blue
Wire insulation ............cccceeiiiiieiiiiiceeeeeeee FEP polymer (MC-AFEP)
Length ... standard 3 m (optional up to 20 meters)

Operating temperature range - continuous ...-6 0 tA€2 00 AC
Maximum permissible temperature ............... +220 AC
Cable diameter..........cooovveeeeeeeeeeeee e 4.3 mm (N0.1 mm)

The cable has excellent resistance to moisture, chemicals and hydrocarbons.
Main module

PoWer SUPPIY ooooereeeccee e 5V from USB interface
Current consumed from the USB................... typ. 27 mA

Operating temperature range.............c.......... -40 A Qo +85AC
DIMENSIONS ..., 541 331 24 mm

BOX i anodized aluminum
INQress Protection .................eeeeeeeeeveeeeeennnnnnns IP30

Other parameters
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Indicators

ON (green) indicator
Power indicator. (The top LED in Fig. 31 green.)
Measurement (yellow) indicator

It flashes during communication with the temperature sensor. (The bottom LED in Fig. 3 i
yellow.)

@

Fig. 31 Rear panel

FAQ

What should | set to make the thermometer work on my PC?

The thermometer need not be specifically set. It is sufficient to install its drivers from the
enclosed CD." A description of the installation procedures begins on page 8.

How can | establish the thermometer's port number?

The port number is stated in the "Device Manager" within the Windows OS. (Cf. chapter
Changing the serial port number on page 12.)

The thermometer was assigned the wrong port number

The port number can be simply changed using the "Device Manager" (Cf. chapter Changing the
serial port number on page 12.)

The thermometer transmits "Err"

This value is sent by the thermometer if the temperature sensor is incorrectly connected. The
connection cable of the temperature sensor is likely to be damaged. This defect cannot be
repaired by the user and the thermometer must be sent beck to the manufacturer.

' You can, at any time and free of charge, download the driver from the TMU thermometer's website at
www.papouch.com/en .
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INSTALLATION

Installation of drivers in a Windows OS

First, a driver for the USB interface must be installed and then a virtual port, which will enable
access to the thermometer as a virtual serial line.

1) Connect the thermometer to a USB port. In the dialog box, choose "No, not this time" and
click on "Next >"

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site [with your permission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

() Yes, this time only
() Yes, now and every time | connect a device
(%) No, not this time

Click Next to continue.

[ Next > ][ Cancel ]

Fig. 4 1 Wizard's welcome screen
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2) In the dialog box shown in Fig. 5, choose "Install from a list or specific location" and click
on "Next >"

Found New Hardware Wizard

This wizard helps you install software for:

Papouch TMU Thermometer

') If your hardware came with an installation CD
<4 or floppy disk, insert it now.

What do you want the wizard to do?

O Install the software automatically (Recommended)
(®) Install from a list or specific location [4dvanced)

Click Next to continue.

[ < Back ][ Next > J[ Cancel ]

Fig. 57 Found New Hardware Wizard screen
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3) In the next window (Fig. 6), select "Don't search, | will choose the driver to install" and

click on "Next >".

Found New Hardware Wizard

Please choose your search and installation options.

() Search for the best driver in these locations.

paths and removable media. The best driver found will be installed.

(3) Don't search. | will choose the driver to install.

the driver you choose will be the best match for your hardware.

lJse the check boxes below to limit or expand the default search, which includes local

Choose this option to select the device driver from a list. “Windows does not guarantee that

2

=

[ < Back ][ Next > ][ Cancel ]

Fig. 6 1 search for and installation of the drivers

4) If the TMU thermometer is being installed on this particular PC for the first time, the
dialog box shown Fig. 7 appears. (If not, the dialog box shown in Fig. 8 is displayed.)

Select the first line ("Show all Devices") and click on "Next >".

Found New Hardware Wizard

Hardware Type.

Select a hardware type, and then click Nexst.

Common hardware types:

£

=

Show All Devices

&4 1394 Debugger Device
&7 61883 Device Class
&2 8VC Device Class
H Batteries

Bluetooth Radios

'_J Computer

< Disk drives
| nNienlan adantars.

[ < Back ][ Next >

] [ Cancel ]

Fig. 77 selecting the device type
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5) In the dialog box shown in Fig. 8, click on "Have Disk..."

Found New Hardware Wizard

Select the device driver you want to install for this hardware. \\

$

Select the manufacturer and model of your hardware device and then click Nexst. If you
have a disk that contains the driver you want ta install, click Have Disk.

Show compatible hardware
Model

Papouch TMU Thermometer VCP

3 This driver is not digitally signed!
Tell me why driver signing is important k

[ < Back " Next > ][ Cancel ]

Fig. 81 drivers' location

6) The dialog box shown in Fig. 9 is displayed. Browse for the drivers' path in your Windows
version.(When installing from our CD, the drivers path is CD:\usb-driver\Virtual Port\ .)
After selecting the drivers, click on "OK"

Install From Disk X

Insert the manufacturer's installation disk, and then
[ make sure that the correct drive is selected below.

Copy manufacturer's files from:

EAZ\ V\ [ Browse...lil

Fig. 91 drivers' path

7) In the dialog box shown in Fig. 8, choose "Papouch TMU Thermometer VCP" and click
on "Next >"
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8) A warning shown in Fig. 10 will be displayed. Click on "Continue Anyway".

Hardware Installation

! E The software you are installing for this hardware:
L
Papouch TMU Thermometer YCP

has not passed Windows Logo testing to verify its compatibility
with Windows XP. [Tell me why this testing is important. )

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Aryway | [ STOP Installation ]
by

Fig. 10 1 "non-compatibility” warning

9) Now the drivers for the TMU thermometer's USB interface are installed. After completion,
the screen shown in Fig. 11 is displayed.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

@ Papouch TMU Thermometer YCP

Click Finish to close the wizard.

Fig. 117 completing the USB interface installation
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10)Now continue by installing a virtual serial port. The dialog box shown in Fig. 12 is
displayed. Choose "No, not this time" and click on "Next >"

Fig. 127 virtual port installation wizard's welcome screen

11)Select the option according to Fig. 13.

Fig. 137 manual selection of drivers
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